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Inside Diameter 9.4 mm | 0.370 in 
Length 20 mm | 0.787 in 
Thickness 0.75 mm | 29.5 mils 
Cable Diameter Range 10 mm – 12 mm | 0.394 in – 0.472 in 
 
 
• Rosenberger 10mm OD Fiber Trunks (FB-L98B-034-xxx, FB-L98B-009-xxx Series) 
• #12/2 DC Power Jumper 
• #8/1 DC Low Inductance Power Jumper 
• 3/8" S RF Jumpers 

 
 
 
Open up the clip to allow slipping the clip on to the cable at the desired location.  
 
 
 

 
 
 
 
 

 
 
 
 

 
 

 
 

 
 

 
 
 

Temperature Range -25°C to +85°C | -13°F to +185°F 
Material UV resistant nylon 
Repeated Applications >200 
Application Outdoor 

Material Safety ROHS 
UV Resistance MIL-STD-810G:2008-10 

Package Quantity 100 pcs 

Color Part Number 
Red CL-1012RED 
Yellow CL-1012YEL 
Green CL-1012GRN 
Blue CL-1012BLU 
White CL-1012WTE 
Gray CL-1012GRY 
Orange CL-1012ORN 
Violet CL-1012VLT 
Brown CL-1012BRN 

Color Code Marker Clips 
CL-1012XXX 

Dimensions 

General Specifications 

Standards 

Packaging 

Ordering Information 

Installation 

Applications (Rosenberger cables & wires listed below and cables & wire of similar OD) 


